










2900 X 1550 X 2300 mm



CRANKSHAFT GRINDING MACHINE

CG-2250
CG-2750



CG-2250 CG-2750

CG-2750

6 tons

5750 x 2150 x 2100 mm
327 m



CH-350
CH-500
CH-600



FG-500
FG-600

Work Piece Capacity

Table Diameter

Column Diameter

Vertical Head Travel

Maximum Diameter B/W Table & Head

Wheel Diameter

Number of T Slots on Table

Grinding Head-Rapid Speeds

Grinding Wheel Motor Power

Head Spindle Speeds

Table Motor Power

Column Motor Power

Minimum Feed of Grinding Head

Coolant Motor Power

Gross Weight

Packing Case Dimensions (LXWXH)

Shipping Volume

Dia 600mm

500mm

168mm

250mm

250mm

150mm

4 Nos.

900mm/min

5 hp

2800 rpm

1 hp (30 rev/min)

0.25hp

0.01mm

0.18hp

1300kg.approx

1500X1200X1700mm

3.06m/cubic

Dia 700mm

600mm

168mm

250mm

250mm

150mm

4 Nos.

900mm/min

5 hp

2800 rpm

1 hp (30 rev/min)

0.25hp

0.01mm

0.18hp

1300kg.approx

1500X1300X1700mm

3.06m/cubic

Fly Wheel Grinder

Locking Cone Small

Locking Cone Medium

Locking Cone Large

Spacer Small

Spacer Medium

Spacer Large

Washer

Guide Locking

Tie Rod

Spanner for Wheel Tightening

Allenkey set 1.5 to 10 mm

Combination Sanner 24

Splash Guard

Dresser Assy (In Built)

Leveling Plate

Leveling Bolt with Nut (In Built)

Foundation Bolt M16 with Nut & Washer

Operation Manual

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

3.00

3.00

3.00

3.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

3.00

3.00

3.00

3.00

1.00

FG 500 FG 600

FG 500 FG 600STANDARD ACCESSORIES

FG-500

FLYWHEEL GRINDER



VALVE SEAT CUTTING MACHINES

VC-1100
VC-1300

Valve Seat Diameter Range (With Standard Kit)

Width of Seat with Standard Tool

Spindle Speed

Spindle Motor

Spindle Travel

Spindle Tilt (Either Side)

Distance from table to spindle

Spindle Head Travel (Longitudinal)

Spindle Head Travel (Crosswise)

Electrical Supply

Air Supply Pressure

Packing Case Dimensions

Net Weight

Gross Weight

Cylinder Head Dimensions 
(With 360 Degrees Rollover Fixtures)

VC-1100

22mm to 60mm (0.86" to 2.36")

1.5mm

40 to 400rpm

1hp/0.75kw

190mm (7.48")

15 degrees

480mm (18.9")

1100 X 300 X 150mm

1070mm

54mm (2.125")

215v, 15a, 1 Phase

6bar (90 psi)

2300 X 1050 X 2300mm

800Kg

1000Kg

VC-1300

22mm to 60mm (0.86" to 2.36")

1.5mm

40 to 400rpm

1hp/0.75kw

190mm (7.48")

15 degrees

480mm (18.9")

1300 X 300 X 150mm

1270mm

54mm (2.125")

215v, 15a, 1 Phase

6bar (90 psi)

2500 X 1050 X 2300mm

850Kg

1050Kg

Leveling Sensors

Ball Holder Big

Ball Holder Small

Tip Holder 18-32

Tip Holder 28-42

Tip Holder 40-60

Carbide Insert 1.5 X 45 Degree 4003

Carbide Insert 1.5 X 30 Degree 2152

Carbide Insert Counter Bore 90-12

Carbide Insert 20 Degree 5183

Spring with Spacer (Set of 3Nos.)

Carbide Pilot Dia 8.000

Carbide Pilot Dia 8.080

Carbide Pilot Dia 8.480

Carbide Pilot Dia 8.680

Allenkey Handle Type for Inserts

Vacum Pads

Spiral Tube with Adaptor for Vacum Checking

Tool Box

Tool Grinder

Operation Manual

VC-1100

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

3.00

1.00

1.00

1.00

VC-1300

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

1.00

3.00

1.00

1.00

1.00

0Carbide Pilots as per requirement, Single Angle Tool 45 0, Single Angle Tool 30





VB-850

VB-850

1600 x 1350 x 2300mm

110-150

700

250-750

0.01 to 2mm

2 HP

750W

1 HP

1800 x 1650 x 2700mm

2000 kg

1600 kg

38 m

01 no

01 no

01 no

01 no

01 no

03 nos

03 nos

01 no

Tool setting Micro Meter with Frame, Extra boring spindle

(As per requirment)

VB-750
VB-850






